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RAPID 

PLASTIMETER 

(RP-2020) 

본 제품은 원료 고무와 미가황 고무의 가소성을 쉽고 빠르게 정밀 측정하는 

시험기입니다. 

Plasticity is one of the most common method of testing or specifying 

natural rubbers. MJT Rapid Plastimeter measures the plasticity or 

viscosity of unvulcanized rubbers. The test is straightforward, and simple 

procedure. 

 

사진 (Image)  설비 사양 (Specifications) 

 
1. POWER: AC 220V 50/60Hz, 600W 

2. PLATEN : UP: 10(SPARE: 7.3, 14)mm, Down: 16mm 

3. SAMPLE SIZE: DIAMETER: Ø13, 

THICKNESS: 3mm(4mm under) 

4. TEST TEMPERATURE: 100℃±1,  

5. TEST TIME: 15 SEC 

6. COMPRESSION FORCE: 100N±1 

7. STANDARD: BS 903: Pt A59 :section 

A59.1 : 1997 ISO 2007: 1991 

8. DIMENSIONS: 280(W) x 350(D) x 448(H) (mm) 

9. WEIGHT: Approx. 22kg 

 

< Advantages > 

◇ Fully automatic and stable data consistency 

◇ Automatic calibration and offset adjustment 

◇ ADJUSTABLE TEMPERATURE: 90℃ ~ 140℃ 

◇ High Visibility Red LED lighting. 

◇ 100N & 300N Verification function 

 

스페어 박스 기본 구성품 (Spare Box) 

Standard block (1mm SIM), Test Paper, Power Cord, Extra Fuses 
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PRI AGEING 

CHAMBER 

(AO-2020) 

천연 고무의 소성 유지지수(PRI)를 정밀하기 위한 전처리 장비입니다. 

4개의 독립된 알루미늄 블록 챔버 내 샘플 트레이는 서랍 형식이며 챔버 

내부는 깨끗한 공기가 안정적으로 순환되어 정밀하고 안정적인 온도를 

유지합니다.  

MJT AO-2020 is for rubber in accordance with international testing 

standards for plasticity testing 

 

사진 (Image)  설비 사양 (Specifications) 

 

1. Power: AC 220V 50/60Hz 

2. Max power: 0.5kw 

3. Heating chambers: 4 

4. Dishes per tray: 4 

5. Max samples per tray: 12 max 

6. Max samples per oven: 48 

7. Standard: ASTM D3194, ISO 2930 : 2017 

8. Dimensions: 280(W)×500(D)×250(H) (mm) 

9. Weight: Approx. 27kg 

 

< Advantages > 

◇ Temperature Easy Offset compensation 

◇ Bimetal Safety function in case of overheat  

◇ Temp. setting from 100℃~150℃ (Every 5℃) 

 

스페어 박스 기본 구성품 (Spare Box) 

 Operation manual, Samples tray(4EA), Samples plate(60ea) 

Power cable, Air filters, Extra fuse 

 

추가 주문 가능품 (Compatible accessories) 

Samples Tray / Samples Plate Air Filters 
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TRIPLE  

CUTTER  

PRESS  

(TCP-2020) 

가소도계(RP-2020)와 함께 사용하는 샘플 절단 장치입니다. 3개의 시편을 

동시에 절단 가능한 커터에 자동 시편 이탈 장치를 장착하여 시험 샘플을 

쉽고 빠르게 준비할 수 있습니다. 

MJT sample cutter for constant volume samples with 0.4cm3. The RP-

2020 cutter has been specifically designed for a prompt and convenient 

sample preparation. (Triple Auto Ejection) 

 

사진 (Image)  설비 사양 (Specifications) 

 

1. Cutting Stroke: 30mm 

2. Height Adjustment: 110mm 

3. Specimen Stage (PE PLATE) 

: 115(W) × 115(D) × 10(H) mm 

4. Cutter Connection: Ø12 × 35mm (Female) 

5. Standard Pressure: 3kN(305kgf) 

6. Dimensions: 130(W) × 200(D) × 335(H) mm 

7. Weight: Approx. 12kg 

 

< Advantage > 

◇ Automatic Eject Function for triple cutter 

◇ Replaceable Cutting blade 

 

스페어 박스 기본 구성품 (Spare Box) 

Cutter support (PE, Protective paper), Guide 

Single (1) cutter or triple (3) cutter 

 

추가 주문 가능품 (Compatible accessories) 

Replacement cutters (Triple or Single) Cutter support (PE, Protective paper) 

  

 


